
PRC84 10-Pan Refrigerated Condiment Rail
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STANDARD FEATURES
• Easy-to-use touch screen control, with built in power switch and 2” digits 
• Energy-efficient refrigeration system 
• Refrigerant: CFC free R134A 
• Rear breathing, front exhaust, keeps the dust from clogging the 

condenser coil 
• High performance 2” polyurethane foam insulation 
• Manual defrost 
• AISI 304 grade sturdy stainless steel interior and exterior for resistance to 

scratches and dents
• Interior rounded corners for easy cleaning 
• HAACP compliant
• Factory pre-wired for plug-and-go installation
• Cord and plug included
• Glass sneeze guard

WARRANTY
• Two-year warranty on parts and labor
• Additional warranty for years 3-5 on compressor (parts only)

OPTIONS
• Curved or flat glass sneeze guard

APPROVALS
• UL STD.471  
• CSA STD.C22.2 No.120
• NSF/ANSI 7

REFRIGERTED CONDIMENT RAIL 
SPECIFICATIONS
PrepRite above the counter, refrigerated 
condiment rails are an outstanding value for 
foodservice operations. Ample pan capacity 
provides space to keep ingredients at optimum 
temperature and close to the point of meal 
preparation. Incorporating the latest technology 
and high quality materials and components, 
units provide reliable product temperature, 
lower utility costs, and compliance to food 
safety standards.

Our condiment rails can be purchased as part of 
one of our complete PrepRite prep table units 
or bought separately for use with any prep table 
with an overall width of at least 84”.

* Specifications subject change without notice

PRC84FG
Flat glass sneeze guard

Curved 
glass 

sneeze 
guard

PRC84CG condiment rail 
shown with a PrepRite 
customizable 84” cold 

pizza prep table

OUTSIDE DIMENSIONS:  
84” (W) x 16.15” (D) x 19.5” (H)

CAPACITY: 10 x ⅓ pans (pans not included)

WEIGHT: 190 lbs

SHIPPING DIMENSIONS:  
88” (W) x 20” (D) x 25” (H)

SHIPPING WEIGHT: 240 lbs

TEMPERATURE RANGE: -24° - +50°F

AMBIENT TEMPERATURE: 100°F

ELECTRICAL SUPPLY:  
115-120 V/1 PH/60HZ 
NEMA PLUG 5-15P

FLA/CIRCUIT AMPACITY: 2/15

AMPS: 2.36

FUSE: 15A

CORD LENGTH: 8’

WATTS: 283

HP: 0.2152



PRC84 10-Pan Refrigerated Condiment Rail

SPECIFICATIONS

Model 
Number Item # Description 1 Width 

(ins)
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(ins)
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(ins)

Weight 
(lbs)

Shipping 
Width  
(ins)

Shipping 
Height  

(ins)

Shipping 
Depth  

(ins)
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PRC84CG 4931 84", 10 Pan Refrigerated Condiment Rail 
Curved Glass Kit included 84 10 19.625 16.15 215 88 25 20 265

PRC84FG 4269 84”, 10 Pan Refrigerated Condiment Rail 
Flat Glass Kit included 84 10 19.5 16.15 190 88 25 20 240
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FRONT VIEW 

19.56”

84”

TOP VIEW

15.58” 16.15”

Dimensions: 84” (W) x 16.15” (D) x 19.5” (H)

Flat glass sneeze guard

AISI 304 grade 
stainless steel interior 

and exterior

Energy-efficient 
refrigeration system 

Easy-to-use touch screen 
control

Interior rounded corners for 
easy cleaning 

PRC84FG
Flat glass sneeze guard

High performance 2” 
polyurethane foam insulation 

84”


